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Abstract

We show examples of 2D incompressible isotropic homogeneous hyperelastic materials with a poly-
convex stored-energy function that present necking. The construction of the stored-energy function of a
material satisfying all those properties requires a fine search. We used the software Algencan to perform
numerical experiments and visualize necking for the examples constructed. The algorithm is based on
minimization of the elastic energy under the nonconvex constraint of incompressibility.

1 Introduction

Consider a two-dimensional (2D) bar or a three-dimensional (3D) cylinder made of a homogeneous elastic
material. When subjected to a uniaxial tension, it usually deforms homogeneously until a critical load
is reached. After that, the material ceases to be elastic, or else a bifurcation occurs. This bifurcation
phenomenon can be briefly described as follows. One can express the tensile force S on the ends of the
body as a function of the elongation λ. When S is increasing with λ, no bifurcation occurs, but when S has
the profile of increasing-decreasing-increasing, then the homogeneous deformation loses its stability when λ
crosses the local maximum of S. If the material remains in the elastic regime, the bifurcation often occurs
in the form of necking, which is the object of this paper.

Necking is a type of deformation that undergo some materials (such as polymers and ductile metals)
when subjected to a high tensile extension. It consists of a decrease of the thickness in some regions of the
body, called necks. Not all materials present necking, and, in fact, it is at first glance counter-intuitive that
necking is energetically more favourable than the homogeneous deformation satisfying the same boundary
conditions.

Although necking is truly a plastic phenomenon, since it typically involves an irreversible deformation, the
first steps of the necking process can still be modelled using nonlinear elasticity; we prefer the use of nonlinear
elasticity since its general modelling is better understood than that of plasticity and does not require ad hoc
assumptions. Necking is also an evolutionary process, but in this paper we focus on equilibrium solutions,
in fact, minimizers of the elastic energy.

The literature on necking is vast. It has mainly been studied within the framework of plasticity or
elasto-plasticity. In the next paragraphs we comment some works that model necking successfully only with
nonlinear elasticity and have relevance in our study.

Antman [1] uses rod theory together with a bifurcation analysis to show non-uniqueness of solutions, which
can be interpreted as necking. The use of rod theory reduces the analysis to one dimension. Extensions of
his analysis can be found in [3].

Owen [30] uses rod theory for compressible and incompressible materials. He employs methods of Calculus
of Variations to ascertain the stability of the homogeneous deformation and of the different types of nontrivial
solutions that can bifurcate. He recovers the result that if the elongation of the rod is prescribed and the
load/extension curve is not increasing, then the homogeneous solution becomes unstable after a critical
elongation.
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Mielke [26, Ch. 10] studies a 2D body which is homogeneous, compressible and isotropic. He points
out that non-monotonicity of the tensile load (which, as mentioned above, was known to be a condition for
bifurcation from the homogeneous deformation) can only occur for non-convex stored-energy functions W ,
but it is perfectly compatible with the ellipticity of the equilibrium equations and, in fact, with polyconvexity
of W . Using arguments from dynamical systems, and, in particular, center manifolds, he proves the existence
of stable solutions with necks.

Fu [20, Ch. 10.4] studies an incompressible plate using perturbation theory and his conclusions are similar
to [26, Ch. 10].

Finally, we comment the works of Sivaloganathan & Spector [33, 34, 35], which have been a great motiva-
tion for our study. They prove that, for 2D and 3D compressible or incompressible, homogeneous, isotropic
materials, a fairly general family of polyconvex energies yields the homogeneous deformation as the absolute
minimizer of the energy. This, in particular, excludes necking and any bifurcation phenomenon. In contrast
with previous approaches, they took a global viewpoint: while it was known that those assumptions pro-
hibit bifurcation, this was the first result showing global minimality of the energy. The focus on polyconvex
stored-energy functions is motivated by the fact that they constitute the general assumption for the existence
of minimizers [6].

To sum up, most of the studies of necking with nonlinear elasticity deal with general sufficient conditions
for which necking does not occur [38, 23, 16, 36], or with models for which necking does occur and is stable
in the sense of linear stability or local minimality of the energy [1, 3, 13, 30, 26, 20, 2, 15]. As far as we
know, only [33, 34, 35] study global minimization. They dealt with a fairly general family of homogeneous,
isotropic, polyconvex energies. However, they did not exhaust all such energies.

In this paper we take the viewpoint of [33] and complement it by showing that, in 2D, it is possible to
construct polyconvex stored-energy functions for incompressible, homogeneous, isotropic materials that do
not satisfy the assumptions of [33] and for which the homogeneous deformation is not a global minimizer.
Moreover, numerical experiments suggest that necking (or, rather, half-necking) is a global minimizer of the
energy.

This paper has both analytic and numeric facets. The analytic part consists in finding an explicit
polyconvex stored-energy function for incompressible, homogeneous, isotropic materials that do not satisfy
the assumptions of [33]. While in 3D it is easy to find those examples (see [5, 30]), in 2D it turned out to
involve a delicate calculation, even though [26, Ch. 10] showed how one can construct such kind of energy in
the compressible case. We mention that polyconvexity implies that the homogeneous deformation satisfies
all usual necessary conditions (e.g., stationary point, Legendre–Hadamard) for local miminizers [14, Rk. 5.4].
Thus, a global analysis based on minimization is required.

The numerical part consists in developing the finite element implementation (which is chosen, for simplic-
ity, to be piecewise linear) and then to compute minimizers of the elastic energy in the finite element space.
For the minimization process we employed Algencan [25, 8], an open-source Fortran routine for solving con-
strained optimization problems using the augmented Lagrangian principles. In our case, the key constraint
used is the incompressibility.

The outline of this paper is as follows. In Section 2 we establish the precise formulation of the problem.
Section 3 describes a general method for constructing polyconvex functions W not in the class of [33], and
shows a particular one-parameter family of such W of polynomial form. In Section 4 we assume that the
deformation is symmetric with respect to the vertical axis and recast the problem accordingly. In Section
5 we present two important initial deformations, which are idealized necks, and explain the equal area rule
in this context. In Section 6 we perform the numerical experiments: we will see numerically that the choice
of W made before corresponds to a material that, for some values of the elongation, presents necking. This
means that it is a necking deformation that is the minimizer of the energy. This answers in the affirmative
the 2D analogue of a question posed in [34, p. 316]: necking is possible for isotropic homogeneous polyconvex
materials out of the class of [33]. We present in Section 7 a list of conclusions.
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2 Setting of the problem

This section closely follows the setting of [33]. Consider a 2D bar occupying the region Ω := (−R,R)× (0, L)
in the plane R2. A deformation of the bar is represented by a map u : Ω → R2. We write u(x) =
(u1(x1, x2), u2(x1, x2)) for x ∈ Ω and assume that u is in the Sobolev space W 1,p for some 1 < p < ∞, or
else it is of class C1 in Ω and continuous in [−R,R] × [0, L]. This distinction is, in fact, inessential in the
analysis of the paper. The body is clamped at the bottom [−R,R]× {0}, while at the top [−R,R]× {L} it
is stretched so as to have a final height of λ > 1 times the original height. This is expressed in the Dirichlet
boundary conditions

u2(x1, 0) = 0 and u2(x1, L) = λL for all x1 ∈ [−R,R], (2.1)

also called clamped boundary conditions. The sides {−R,R}× (0, L) of the bar are stress-free; this condition
need not be imposed explicitly since minimizers of the energy will automatically satisfy that. We assume
that the body is incompressible, which is expressed in the nonlinear constraint detDu = 1. Here Du denotes
the deformation gradient. In order to avoid interpenetration of matter, we also impose that u is injective.

The problem, as stated, is invariant under horizontal translations. In order to remove this invariance, we
impose the normalization condition ∫

Ω

u1(x) dx = 0, (2.2)

also called sliding boundary conditions. Thus, the set of admissible deformations Aλ is the set of injective
u in W 1,p such that detDu = 1 and (2.1)–(2.2) hold.

Let W : R2×2
1 → [0,∞) be the stored-energy function of the material; here R2×2

1 denotes the set of
2 × 2 matrices with determinant 1. The fact that W is defined only in R2×2

1 is because the material
is incompressible. It is also assumed to be isotropic and, naturally, the principle of frame indifference
must hold. Therefore, standard representation theorems (see, e.g., [22, 12]) imply that there is a function
h : [
√

2,∞)→ [0,∞) such that
W (F) = h(|F|), F ∈ R2×2

1 .

It is well-known (see, e.g., [6]) that if h is convex and increasing then W is polyconvex (see, e.g., [14]),
which is an essential assumption for the existence of minimizers. (In this paper, we use words like increasing
and positive in the wide sense; we use strictly for the restricted sense). This family of such h forms a fairly
general class of polyconvex maps, although it does not exhaust the collection of all polyconvex maps (see,
e.g., [31, Th. 3.1] or [32, Th. 4.1]).

The elastic energy of a deformation u is

E(u) :=

∫
Ω

W (Du(x)) dx. (2.3)

The main result of [33] states that if h is convex and increasing then the homogeneous deformation

uH(x1, x2) := (λ−1x1, λx2) (2.4)

is a minimizer of E in Aλ. This, in particular, excludes any bifurcation branch from the homogeneous
solution. As mentioned in [33, Rk. 3.7], their analysis, initially done in the class of C1 deformations, is also
valid for Sobolev maps W 1,p(Ω,R2). See, in addition, [28], where it was proved in the more general setting
of SBV maps, thus allowing for fracture.

3 Incompressible isotropic polyconvex materials with necking

For each F ∈ R2×2
1 , let ν1, ν2 be its singular values. Since ν1ν2 = 1, its largest singular value, denoted by

ν(F), satisfies ν(F) ≥ 1. The norm of F is defined as

|F| :=

 2∑
i,j=1

F 2
ij

 1
2
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and satisfies
|F|2 = ν2

1 + ν2
2 = ν(F)2 + ν(F)−2.

Therefore, when we define g : [
√

2,∞)→ [1,∞) as

g(s) :=

√
s2 +

√
s4 − 4

2
,

we have that g−1(t) =
√
t2 + t−2, |F| = g−1(ν(F)) and ν(F) = g(|F|).

Let W : R2×2
1 → R be the stored-energy function of the material, which is assumed to be homogeneous,

isotropic and incompressible. As mentioned in Section 2, W depends only on |F| or, equivalently, on ν(F)
or on |F|2. Hence there exist

ϕ : [1,∞)→ R, h : [
√

2,∞)→ R and H : [2,∞)→ R

such that W (F) = ϕ(ν(F)) = h(|F|) = H(|F|2). Naturally, h = ϕ ◦ g = H ◦ Q with Q : [
√

2,∞) → [2,∞),
Q(t) := t2. It is also customary to express W as a symmetric function Φ of the singular values ν1, ν2 of F.
Since ϕ(s) = H(s2 + s−2) for all s ≥ 1, we can take

Φ : (0,∞)× (0,∞)→ R, Φ(ν1, ν2) = H(ν2
1 + ν2

2),

so that ϕ(s) = Φ(s, s−1).
The relationship between the differentiability properties of the functions W,ϕ, h,H,Φ is tricky [7]. Nev-

ertheless, we know from [7, 37] that W is of class Cr in R2×2
+ (the set of matrices with positive determinant)

if and only if Φ is of class Cr in (0,∞)2, for r ∈ N ∪ {∞}. Since we will deal with convexity assumptions
(for which second derivatives play a prominent role), we assume from now on that W admits a C2 extension
to R2×2

+ . Therefore, Φ and ϕ are of class C2.
It is easily seen that

ϕ′(1) = 0 and ϕ′′(1) = 2

(
∂2Φ

∂ν2
1

(1, 1)− ∂2Φ

∂ν1∂ν2
(1, 1) +

∂Φ

∂ν1
(1, 1)

)
. (3.1)

In order to find out the linearly elastic behaviour of the material, as the material is isotropic, it is enough
to calculate the two Lamé parameters λ and µ. In fact, since the material is incompressible, only the Lamé
parameter µ is relevant. Using (3.1) and formula [29, eq. (6.1.88)] for the Lamé parameter, it can be seen
that the identity is stress-free and

µ =
1

4
ϕ′′(1). (3.2)

Recall [6, 14] that, in general, a function defined in the set of matrices F ∈ R2×2 is polyconvex if it can
be expressed as a convex function of F and detF. Characterizations of polyconvexity for isotropic materials
can be found in [31, 32]. In the presence of incompressibility, the corresponding result was proved by Mielke
[27, Th. 5.1] and reads as follows.

Proposition 3.1. Define A : [0,∞)→ [1,∞) as

A(ρ) :=
ρ

2
+

√
1 +

ρ2

4
.

Then, W is polyconvex if and only if ϕ ◦A is increasing and convex.

It is known that, in general, polyconvexity is not a local condition [24]. Nevertheless, in dimension 2
and in the incompressible case, Proposition 3.1 shows in particular that it is a local condition. In fact, we
can easily express a necessary and sufficient condition for polyconvexity in terms of the positivity of certain
functions.
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Lemma 3.2. Assume W is of class C2 in R2×2
+ . Then, W is polyconvex if and only if

ϕ′(t) ≥ 0 and t(1 + t2)ϕ′′(t) + 2ϕ′(t) ≥ 0 ∀t ∈ [1,∞).

Proof. As A is strictly increasing, we have that ϕ◦A is increasing if and only if so is ϕ, hence this is equivalent
to the inequality ϕ′(t) ≥ 0 for all t ≥ 1.

Now, ϕ ◦A is convex if and only if any of the equivalent conditions of the following chain holds:

• (ϕ ◦A)′′ ≥ 0 in [0,∞).

• (ϕ′′ ◦A)(A′)2 + (ϕ′ ◦A)A′′ ≥ 0 in [0,∞).

• ϕ′′(A′ ◦A−1)2 + ϕ′(A′′ ◦A−1) ≥ 0 in [1,∞).

Having in mind that

A−1(t) = t− 1

t
,

(
A′ ◦A−1

)
(t) =

t2

1 + t2
,

(
A′′ ◦A−1

)
(t) =

2t3

(1 + t2)3

for t ≥ 1, the chain of equivalences continues as t(1 + t2)ϕ′′(t) + 2ϕ′(t) ≥ 0.

As mentioned in Section 2, Sivaloganathan & Spector [33] worked with the assumption that h is increasing
and convex, which is a sufficient condition for the polyconvexity of W . As in Lemma 3.2, we can find a
necessary and sufficient condition for this assumption.

Lemma 3.3. Assume W is of class C2 in R2×2
+ . Then, h is increasing and convex if and only if

ϕ′(t) ≥ 0 and t(t8 − 1)ϕ′′(t)− 2(1 + 3t4)ϕ′(t) ≥ 0 ∀t ∈ [1,∞).

Proof. As g is strictly increasing, we have that h is increasing if and only if so is ϕ, whence we have the
equivalent condition ϕ′ ≥ 0 in [1,∞).

Now, h is convex if and only if any of the equivalent conditions of the following chain holds:

• (ϕ ◦ g)′′ ≥ 0 in [
√

2,∞).

• ϕ′′(g′ ◦ g−1)2 + ϕ′(g′′ ◦ g−1) ≥ 0 in [1,∞).

Having in mind that

(
g′ ◦ g−1

)
(t)2 = t4

1 + t4

(t4 − 1)2
,

(
g′′ ◦ g−1

)
(t) = −2t3

1 + 3t4

(t4 − 1)3

for t ≥ 1, the chain of equivalences continues as t(t8 − 1)ϕ′′(t)− 2(1 + 3t4)ϕ′(t) ≥ 0.

It is apparent that there are functions ϕ that satisfy the conditions of Lemma 3.2 but not of Lemma 3.3.
However, writing down an explicit example does not seem immediate.

Now we recall a result on bifurcation, mentioned in [33, Rk. 3.8]. Let S1 be the lateral force on the
rectangle and S2 the force on the top and bottom. It was shown by Hill & Hutchinson [23] (see also
[16, 36, 17]) that if the force on the boundary (in this case, S2) increases with the extension then there is no
bifurcation from the homogeneous deformation. Having in mind the familiar stress-stretch relations

S1 =
∂Φ

∂ν1
− Pν−1

1 , S2 =
∂Φ

∂ν2
− Pν−1

2 ,

where P is the Lagrange multiplier associated with the restriction of incompressibility, and the fact that
S1 = 0 (because of the boundary conditions on the lateral surface), we obtain, using the representation
ϕ(ν) = Φ(ν, ν−1), that S2(ν) = ϕ′(ν). Thus, S2 is increasing if and only if ϕ′′ ≥ 0. With this and Lemma
3.3, we obtain an alternative derivation to that of [33] of the fact that if h is increasing and convex then S2 is
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increasing with ν. In addition, one recovers a well-known heuristic rule according to which necking appears
when ϕ′ is not always increasing; in particular, when it has the profile of increasing-decreasing-increasing.
This leads to the equal area rule (see, e.g., [18]), which will be further explained in Section 5.

We are interested in functions that satisfy the conditions of Lemma 3.2 but not of Lemma 3.3. In our
search of necking, instead of negating the condition of Lemma 3.3, in view of the bifurcation result above,
we will impose the stronger condition that ϕ is not convex, i.e., ϕ′′(t) < 0 some t.

We additionally impose to the energy the normalization conditions W ≥ 0 and W (I) = 0. In terms of ϕ,
they read as ϕ ≥ 0 and ϕ(1) = 0. In fact, conditions ϕ(1) = 0 and ϕ′ ≥ 0 (see Lemma 3.2) imply ϕ ≥ 0. To
sum up, we look for functions ϕ : [1,∞)→ R of class C2 such that

(C1) ϕ(1) = 0 and ϕ′(1) = 0.

(C2) ϕ′(t) ≥ 0 and t(1 + t2)ϕ′′(t) + 2ϕ′(t) ≥ 0 for all t ∈ [1,∞).

(C3) ϕ′′(t) < 0 for some t ∈ (1,∞).

As pointed out before, conditions (C1)–(C3) are local, so a useful way of defining ϕ is piecewise. For the
modelling of actual materials, we recommend to define ϕ in three polynomial pieces:

• For values of t near 1, to meet the linearly elastic behaviour of the material (see (3.2)).

• For middle values of t, to make the profile of ϕ′ of increasing-decreasing-increasing and, hence, to model
the necking behaviour.

• For large values of t, to meet the behaviour of W for large strains.

For the sake of simplicity of an already complex argument, we chose, nevertheless, ϕ to be a polynomial,
since there are standard algorithms (for example, those based on Sturm’s theorem) deciding the positivity
of a polynomial in a given interval.

First, it is easy to check that no cubic polynomial ϕ can satisfy (C1)–(C3) simultaneously. We then try
a quartic polynomial. In order to ensure (C1), we express ϕ in the form

ϕ(t) = b(t− 1)2 + c(t− 1)3 +
1

4
(t− 1)4. (3.3)

for some b, c ∈ R. The coefficient 1
4 in the factor (t − 1)4 is just a normalization condition. We used the

software Mathematica R© to find out when (C2)–(C3) hold. A handmade proof can be done, nevertheless,
with the use of Sturm’s polynomials.

Proposition 3.4. The polynomial (3.3) satisfies (C1)–(C3) if and only if

b > 0 and F (b) ≤ c < −
√

2b

3
,

where F (b) is the first root of the polynomial in x

− 206b+ 284b2 − 2738b3 + 152b4 − 8b5 + (1398b+ 2730b2 + 1692b3 + 96b4)x

+ (309− 4686b+ 1728b2 − 1440b3 + 12b4)x2 + (−1994− 852b− 1072b2 − 144b3)x3

+ (6000 + 1320b+ 1800b2)x4 + (−4272− 2064b)x5 + 2124x6.

Moreover, F (b) < −
√

2b/3 and F ′(b) < 0 for all b > 0.

Even though F (b) < −
√

2b/3 for all b > 0, the difference −
√

2b/3− F (b) is small, so, for a given b > 0,
the range of c meeting the conditions of Proposition 3.4 is narrow; this comes as no surprise since conditions
(C2) and (C3) are somewhat competing. In Figure 1 we plot the graphs of F (b) and −

√
2b/3, together with

another function G(b) to be described below.
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Figure 1: Plot of F (b) (blue, below), −
√

2b/3 (magenta, middle) and G(b) (yellow, above) for 0 ≤ b ≤ 2.
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Figure 2: Plot of p− (left) and ϕ′(p−)− ϕ′(p+) (right) for 0 ≤ b ≤ 2.

The fact that b > 0 has no other restriction shows, thanks to (3.2), that necking is compatible with any
linear behaviour of the material, as showed in Mielke [26, Sect. 10.2] in the compressible case.

The graph of ϕ′ for the values of Proposition 3.4 has the typical increasing-decreasing-increasing profile
of a cubic polynomial; see Figure 3. An important parameter for the necking process is the well depth, i.e.,
the difference between the local maximum of ϕ′ and its local minimum (this is again related to the equal
area rule). The two critical points of ϕ′ are located at

p± := 1− c±
√
c2 − 2b

3
, (3.4)

so the well depth equals

ϕ′(p−)− ϕ′(p+) =
4
(
−2b+ 3c2

) 3
2

3
√

3
.

For a given b > 0, its maximum is achieved when −2b+3c2 is maximum, i.e., when c = F (b). Mathematica R©

shows that the function b 7→ −2b+3F (b)2 is increasing. On the other hand, p− increases with b and decreases
with c; therefore, it also increases with b when c is evaluated at F (b). Consequently, even though the bigger
the b, the deeper the well and the more visible the necking, the value of b has to be limited since necking
will only appear after the extension crosses p−. A big value of p− would mean that an unrealistically large
extension of the material (higher, for example, than that needed to break it) would be necessary to produce
necking. In Figure 2 we show the plots of p− and of the well depth ϕ′(p−)− ϕ′(p+) evaluated at c = F (b),
for 0 ≤ b ≤ 2. These graphs will help us to make a suitable choice of the parameters when we perform the
numerical experiments in Section 6.
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We are also interested in the case when the conditions of Lemma 3.2 hold, those of Lemma 3.3 do not
hold, and (C3) does not hold either. In this case, in principle, anything can happen: the minimizer may be
the homogeneous deformation or a sort of necking or any other instability. This is not in contradiction with
the results of [23, 16, 36, 17] mentioned above, according to which the condition ϕ′′ ≥ 0 excludes bifurcation
from uH , since it is theoretically possible that the absolute minimizer does not bifurcate from uH . This
global analysis is, in fact, one of the goals of this work. This situation (the conditions of Lemma 3.2 hold
but not those of Lemma 3.3 or (C3)) corresponds to the assumptions that W is polyconvex, h is not convex
and ϕ is convex. In terms of ϕ, this reads as

ϕ′′(t) ≥ 0 for all t ∈ [1,∞), and t(t8 − 1)ϕ′′(t)− 2(1 + 3t4)ϕ′(t) < 0 for some t ∈ (1,∞).

In terms of the coefficients b, c of (3.3), Mathematica R© found this to be equivalent to

b > 0 and −
√

2b

3
≤ c < G(b),

for a certain function G whose explicit expression is not important here; its graph is shown in Figure 1. As
before, given b > 0, we choose c to be the lower limit, so that condition

t(t8 − 1)ϕ′′(t)− 2(1 + 3t4)ϕ′(t) ≥ 0 ∀t ∈ [1,∞)

is violated “as much as possible”. Hence, we take c = −
√

2b/3.
We finish this section with a comment on how the expression of W is actually implemented in the code.

Among the equivalent representations of W described at the beginning of this section, for the experiments we
chose W (F) = H(|F|2), since the computation of the square of the norm of a matrix is faster than that of its
maximum singular value. However, as we have just seen, the search of a polyconvex stored-energy function
possibly giving rise to necking heavily depends on the representation ϕ. As shown here, H = ϕ ◦ g ◦Q−1; in
other words, H = ϕ ◦ f with f := g ◦Q−1 : [2,∞)→ [1,∞), which is given by

f(s) =

√
s+
√
s2 − 4

2
.

The function H is of class C1 in [2,∞), although it is not twice differentiable at 2. More serious than the
latter fact is that, in the iterative algorithm of minimization, the constraint |F|2 ≥ 2 can be violated for the
local deformation gradient. Therefore, it is imperative to extend H and its derivatives for values below 2.
The precise form of the extension is not crucial, since in the final deformation all constraints will be satisfied,
or at least violated by a tiny quantity. We choose the symmetric extension H̃ of H:

H̃(s) :=

{
H(s) if s ≥ 2,

H(4− s) if s < 2.

Even though H is of class C1 in [2,∞), in the expression of H ′ there appears a denominator that vanishes
at 2. To avoid the numerical instabilities coming from this fact, we modified H ′ and H ′′ in a small interval
(2 − ε, 2 + ε) by declaring them to be the first and second derivative, respectively, of ϕ(

√
s/2); in other

words, we set
√
s2 − 4 = 0 in the expression of f when |s − 2| < ε. Hence we took as modifications of the

derivatives of H̃

H̃ ′(s) :=


H ′(s) if s ≥ 2 + ε,

ϕ′(
√

s
2 ) 1

2
√

2s
if 2− ε < s < 2 + ε,

−H ′(4− s) if s ≤ 2− ε,
and

H̃ ′′(s) :=


H ′′(s) if s ≥ 2 + ε,

ϕ′′(
√

s
2 ) 1

8s − ϕ
′(
√

s
2 ) 1

4
√

2s3
if 2− ε < s < 2 + ε,

H ′′(4− s) if s ≤ 2.
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4 Symmetry

Recall from Section 2 that our problem is, for a given λ > 1, to minimize the elastic energy E of (2.3) in the
class Aλ of injective u : (−R,R)× (0, L)→ R2 in W 1,p such that detDu = 1 and (2.1)–(2.2) hold.

In the absence of the condition of Lemma 3.3, proving that minimizers are symmetric with respect to
the vertical axis turns out to be a difficult task, as suggested by [33], who do it under the assumptions of
Lemma 3.3. Nevertheless, our intuition and numerical and actual experiments suggest that the solution is
indeed symmetric, and, in particular, that a minimizer u satisfies u1(0, x2) = 0 for all x2 ∈ [0, L]. A partial
result in this direction is the following.

Proposition 4.1. Let u0 be a minimizer of E in Aλ with u1
0(0, x2) = 0 for all x2 ∈ (0, L). Then:

1)

∫
(−R,0)×(0,L)

W (Du0) dx =

∫
(0,R)×(0,L)

W (Du0) dx.

2) u0|(−R,0)×(0,L) is a minimizer of ∫
(−R,0)×(0,L)

W (Du) dx

under the boundary conditions

u1(0, x2) = 0 ∀x2 ∈ [0, L], u2(x1, 0) = 0 ∀x1 ∈ [−R, 0], u2(x1, L) = λL ∀x1 ∈ [−R, 0],

and u0|(0,R)×(0,L) is a minimizer of ∫
(0,R)×(0,L)

W (Du) dx

under the boundary conditions

u1(0, x2) = 0 ∀x2 ∈ [0, L], u2(x1, 0) = 0 ∀x1 ∈ [0, R], u2(x1, L) = λL ∀x1 ∈ [0, R].

3) The deformations

u1(x) :=

{
u0(x) if x1 ≥ 0,(
−u1

0(−x1, x2), u2
0(−x1, x2)

)
if x1 < 0,

and

u2(x) :=

{
u0(x) if x1 ≤ 0,(
−u1

0(−x1, x2), u2
0(−x1, x2)

)
if x1 > 0

are minimizers of E under the conditions

u1(0, x2) = 0 ∀x2 ∈ [0, L], u2(x1, 0) = 0 ∀x1 ∈ [−R,R], u2(x1, L) = λL ∀x1 ∈ [−R,R].

Proof. If the equality in 1) did not hold, then one of the deformations u1 or u2 would have less energy than
u0, thus contradicting the minimality of u0. If u0|(−R,0)×(0,L) or u0|(0,R)×(0,L) were not a minimizer of their
respective problems in 2), then the extension to (−R,R)× (0, L) of the minimizers by symmetrization as in
u1 or u2 would have less energy than u0, thus contradicting the minimality of u0. Finally, E(u1) = E(u2) =
E(u0), so u1 and u2 are minimizers of E under the conditions of 3).

Since in this paper we are not concerned with asymmetries with respect to the vertical axis, but rather
with the asymmetries of the necking instability, we assume that the minimizer is symmetric with respect to
the vertical axis, in its equivalent form that

u1(0, x2) = 0, for all x2 ∈ [0, L]. (4.1)
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Now recall that condition (2.2) was added to avoid the trivial non-uniqueness given by translations u  
u + (a, 0). Condition (4.1) also prevents that translation-invariance, so with (4.1), condition (2.2) is not
needed any more.

Therefore, from now on we redefine the domain Ω as (0, R)× (0, L), the elastic energy as

E(u) :=

∫
(0,R)×(0,L)

W (Du(x)) dx, (4.2)

and the admissible set Aλ as the set of injective u : (0, R)× (0, L)→ R2 in W 1,p such that detDu = 1 and

u2(x1, 0) = 0 and u2(x1, L) = λL ∀x1 ∈ [0, R], u1(0, x2) = 0 ∀x2 ∈ [0, L]. (4.3)

They are clamped boundary conditions and the right side of the bar is left free.

5 Half-necked deformation and the equal area rule

Apart from the homogeneous deformation uH of (2.4), we describe another deformation that plays a promi-
nent role in the analysis. It is the idealized half-necked deformation

uN (x1, x2) :=

{(
λ−1

1 x1, λ1x2

)
if 0 ≤ x2 ≤ L(λ2−λ)

λ2−λ1
,(

λ−1
2 x1, λ2x2 − L(λ2 − λ)

)
if L(λ2−λ)

λ2−λ1
< x2 < L,

for some specific λ1, λ2 with 1 ≤ λ1 < λ < λ2. This deformation has the disadvantage of being discontinuous
(in particular, it is not in the admissible set Aλ), but otherwise it is immediate to implement, no preliminary
calculations are necessary (except for the computation of the actual values of λ1 and λ2, see below) and
captures the main features of a half-necking: it is incompressible, injective, meets the boundary conditions
(4.3) and has two different widths: R/λ1 and R/λ2. When uN is discretized in the finite-element space
and thus converted to a piecewise affine function, it becomes continuous: the triangles that lie both in

x2 ≤ L(λ2−λ)
λ2−λ1

and in x2 >
L(λ2−λ)
λ2−λ1

automatically generate a transition layer. However, the incompressibility
is lost in those triangles.

The height L(λ2−λ)
λ2−λ1

at which the interface occurs is chosen so that u2
N is continuous; of course, u1

N cannot
be continuous. The values of λ1, λ2 can be chosen, in principle, arbitrarily. Nevertheless, if we ignore the
discontinuity of u1

N and, hence, the interfacial energy produced by a smoothed version of the deformation,
the energy E (see (4.2)) of uN is easily shown to be

R
λ2 − λ
λ2 − λ1

Lϕ(λ1) +R
λ− λ1

λ2 − λ1
Lϕ(λ2). (5.1)

Elementary arguments show that, if ϕ is not convex in [λ1, λ2], then minimizers λ1, λ2 of (5.1) must satisfy

ϕ′(λ1) = ϕ′(λ2) =
ϕ(λ2)− ϕ(λ1)

λ2 − λ1
. (5.2)

If ϕ is convex then the infimum of (5.1) corresponds to λ1 ↗ λ and λ2 ↘ λ, which is the trivial case. This
is a further reason to choose a non-convex ϕ. Equations (5.2) express the equal area rule (see Figure 3), first
introduced by Maxwell and widely used in the van der Waals’ theory of phase transitions in fluids (see, e.g.,
[10]); note that 1 < λ1 < p− < λ < p+ < λ2. This rule has also been used in the theory of necking (see,
e.g., [18, 30, 11, 19]). Moreover, Owen [30, Th. 5.1] showed that, for this choice of λ1, λ2, the deformation
uN provides the limit profile of the minimizing deformation of a scaled bar as the length of the bar tends to
infinity.

Besides a half-necked deformation, we can also define a center-necked deformation:

uC(x1, x2) :=


(λ−1

1 x1, λ1x2) if 0 ≤ x2 ≤ λ2−λ
λ2−λ1

L
2 ,

(λ−1
2 x1, λ2x2)− (0, (λ2 − λ)L2 ) if λ2−λ

λ2−λ1

L
2 < x2 <

λ2−2λ1+λ
λ2−λ1

L
2 ,

(λ−1
1 x1, λ1x2) + (0, (λ− λ1)L) if λ2−2λ1+λ

λ2−λ1

L
2 ≤ x2 ≤ L,
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Figure 3: Left: Graph of ϕ′ for b = 0.5 and c = F (b). Right: Zoom of the graph showing the choice of λ1

and λ2 according to the equal area rule: the area of the graph above the horizontal line equals the area of
the graph below it.

which shares many features with uN : u2
C is continuous but u1

C is discontinuous, uC it is not in Aλ but it
is incompressible, injective, satisfies the boundary conditions (4.3) and has two different widths. Moreover,
its energy E, if we ignore the interfacial energy induced by the two discontinuity lines, also equals (5.1).
However, since the formal computation leading to (5.1) does not take into account energy of the transition
layer that a continuous (or Sobolev) deformation must have between the different pieces, it is expected that
a smoothed version of uN has less energy than that of uC , since the former has one interface and the latter
has two, while the energy out of the transition regions is the same. We remark that our boundary conditions
(4.3) allow for different thicknesses on the top and on the bottom. As a matter of fact, Owen [30, Th. 4.3]
showed that, in his rod model, deformations with full necks (as a smoothed version of uC) are not even local
minimizers, but his boundary conditions are different.

6 Numerical results

Recall that we aim to minimize (4.2) under the restrictions detDu = 1 and (4.3). To do this, we choose to
compute an approximation of the minimizer u of (4.2) under (4.3) using first order polynomial interpolation
on a uniform triangular mesh for the computational domain [0, R]× [0, L]. Then, minimizing the deformation
energy amounts to finding the coefficients of u in the basis of first order Lagrange polynomials. We treat
the restriction detDu = 1 locally, that is, it is imposed in each triangle of the mesh, although the numerical
algorithm handles this constraint in a relaxed way; see below.

All numerical experiments presented in this section were performed with L = 10, R = 0.5, so as to
simulate an elongated bar of aspect ratio 20:1. The number of nodes in the horizontal and vertical directions
are N1 = 6 and N2 = 111 respectively, so that the aspect ratio of the triangles of the triangulation is close
to 1. This choice corresponds to a number of 1209 unknowns and 1100 triangles.

We solved the minimization problem using Algencan, a Fortran package for general constrained opti-
mization problems included in Tango (Trustable Algorithms for Nonlinear General Optimization) [25]. The
minimization procedure uses the augmented Lagrangian algorithm: an iterative process that uses a shifting
strategy to address the constraints. More specifically, a penalty term is added to the objective function,
but penalizations apply not to the true constraints, but to the displaced (or shifted) constraints, whose
shifting level corresponds to the infeasibility at the solution of the previous iteration. Thus, at each iteration
the minimizer, the shift and the penalty parameter are updated, according to rules explained in detail in
[8]. The introduction of the shifts prevents the penalty parameter from reaching values so big that the
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objective function would become numerically neglected. Hence, the two quantitites (the objective function
and the incompressibility constraints) are maintained in balance. The correction of the shifts can be seen
as a step-by-step move towards the feasible region: for the intermediate problems, the constraints are not
necessarily satisfied, while the final solution does satisfy the incompressibility constraint in each triangle up
to the specified tolerance, being the minimizer of the energy plus a term that penalizes the true constraint
(without any shift).

This feature of the augmented Lagrangian method turned out to be crucial for our investigation, as it
allowed us to avoid the locking phenomenon occuring when using low-order polynomial approximation under
the incompressibility constraint [4]. Indeed, as the approximation space is narrow (since the number of
degrees of freedom is only slightly bigger than the number of constraints), the penalty parameter has to be
chosen carefully: it has to be big enough to keep the incompressibility constraints satisfied up to the specified
tolerance, but if it becomes too big, the penalty term will be dominant in the function to be minimized and
the objective function will be neglected. To support this idea, we mention that our first attempt to solve
the minimization problem under the incompressibility constraint was by including the constraints in the
objective function as a penalty term, with a fixed penalty parameter. In this case we did observe the locking
phenomenon: when the penalty parameter was too big, the final deformation was the initial one (that is,
the homogeneous deformation). If the penalty parameter was too small, necking was observed, but the
incompressibility was lost. However, when adopting an augmented Lagrangian procedure we were able,
from the first attempt, to obtain the expected results. Since, as we will see, the experiments reported in
Subsections 6.1–6.4 confirm the theoretical results, we consider that the approximation and the minimization
algorithm can be trusted.

Nevertheless, we are aware that adopting higher-order approximations [4], saddle-point formulations [9],
as well as studying the algorithm convergence under mesh refinement are interesting topics related to our
problem. These can all be formulated as future investigation projects.

As for the experiments, we carried them out first for a polyconvex W , so as to guarantee the existence of
minimizers. The obtained results and our observations are reported in Subsections 6.1–6.3. Then, we show in
Subsection 6.4 the output of experiments for which W is not polyconvex. In this section, all figures describing
deformations only represent the right-half part of it, since in Section 4 we assumed vertical symmetry.

According to the analysis of Section 3, we differentiated three regions in the parameters b, c:

R1. The assumptions of Lemma 3.3 are satisfied. This corresponds to b > 0 and c ≥ G(b).

R2. The assumptions of Lemma 3.3 do not hold, and (C3) does not hold either. This corresponds to b > 0
and −

√
2b/3 ≤ c < G(b).

R3. Assumption (C3) holds. This corresponds to b > 0 and F (b) ≤ c < −
√

2b/3.

Cases R1–R2 do not have a natural range of values for the parameter b. In contrast, case R3 does, as
hinted in Sections 3 and 5. Indeed, the value of λ must not be unrealistically high. The percent elongation
of a ductile metal typically varies from 25% to 60% (corresponding to a value of λ from 1.25 to 1.6), while
that of rubbers varies from 100% to 800% (corresponding to λ from 2 to 9); see, e.g., [21, Appendix H]. In
order to cover a majority of materials, we chose λ less than 2, which corresponds approximately to a value
of b less than 1 (see the discussion of case R3 below).

For each of the three regimes, we studied, for all choices of b, c and λ:

• the reduction of the elastic energy;

• the maximum width
max

x2∈[0,L]
u1(R, x2)

and the minimum width
min

x2∈[0,L]
u1(R, x2)

of u, as well as their difference;

• the profile of the final deformation.
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(a) A typical random perturbation uP of uH .
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(b) Final deformation u corresponding to regime
R1; b = 0.2 (see first line of Table 1, left).

Figure 4: Deformations uP and u, together with a zoomed part of them; λ = 1.4.

6.1 Case R1

Although we know [33] that the minimizer is uH , we performed experiments so as to have an idea of the
level of error that the algorithm can make.

Since the deformations uN and uC do not apply in this case, the only natural candidate for an initial
deformation is uH . The experiments with uH starting point confirmed that this is also the minimizer.

In order to give the algorithm a chance to escape from uH , we perturbed it. More precisely, we chose
the following piecewise affine perturbation: for any node x of the triangulation which is an unknown of the
problem, we define the piecewise affine deformation

uP (x) := uH(x) + (η1(x1), η2(x2)),

where η1(x1) is a random number uniformly distributed in (−λ
−1R
2N1

, λ
−1R
2N1

) (depending on x1), and, anal-

ogously, η2(x2) is a random number in (− λL
2N2

, λL2N2
) (depending on x2). This choice allows an important

deviation of uP from uH , while keeping low the risk of finding a uP that reverses the orientation of a triangle.
The incompressibility constraint, on the contrary, is lost, but the algorithm will solve that.

We show in Figure 4(a) a typical uP , which naturally looks chaotic.
We list in Table 1 the output of a selection of the experiments performed: we write the values of λ, b,

c = G(b), the ratio E
E(uH) , where E is the energy of the final deformation u and the difference between the

maximum and the minimum width of the material in the final deformation. Each experiment was performed
three times, in order to check whether the outcome was influenced by the different perturbations; we reported
in the table the data of the experiment corresponding to the least energy of the deformation.

We observed the following:

• in all experiments the final deformation u was indistinguishable from the homogeneous deformation
uH . As an example, we put in Figure 4(b) the deformation u corresponding to λ = 1.4 and b = 0.2;
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λ b G(b) E/E(uH) diff width

1.4 0.2 −0.2 0.993711 0.0007
1.5 0.4 −0.395202 0.995953 0.0004
1.6 0.6 −0.541385 0.997666 0.0002
1.8 0.8 −0.655178 0.999532 0.0002

λ b −
√

2b/3 E/E(uH) diff width

1.4 0.2 −0.365148 1.000146 0.0075
1.5 0.4 −0.516398 1.000000 0.0035
1.6 0.6 −0.632456 1.000000 0.0054
1.8 0.8 −0.730297 1.000000 0.0028

Table 1: Outcome of the experiments in R1 (left) and R2 (right).

• the difference between the maximum and the minimum width varied from 0.0002 to 0.0007, which
corroborates the conclusion that those deformations cannot be differentiated from uH ;

Our conclusion is that an energy ratio of 0.993711 and a difference between the maximum and minimum
widths of 0.0007 mean, in practice, that the final deformation is indistinguishable from uH . This shows also
that our approximation procedure reproduces the theoretical result established in [33].

Each experiment took very little: fewer than 6 iterations and less than 2 seconds.

6.2 Case R2

In case R2 there are no theoretical results: we do not know whether or not the global minimizer is uH . As
in case R1, we chose uP as a starting point and made three experiments for each value of the parameters.
We chose c = −

√
2b/3. In Table 1 (right) we list the outcome of a selection of the experiments performed;

we wrote that with the least energy in each set of the three experiments. We noticed that:

• as in Case R1, the energy differences were insignificant, although in Case R1 all of them are less than 1,
whereas in Case R2 they are greater or equal to 1. We suspect that this is due to Algencan’s parameters
and stopping criteria.

• the difference between the thickest and thinnest part was always between 0.003 and 0.008, that is, one
order of magnitude higher than in R1.

• all deformations corresponding to the obtained minimizers are visually indistinguishable from the linear
deformation, so identical to Figure 4(b) (in the case λ = 1.4).

All in all, we do not consider these small differences between the two regimes to be significant. The
numerical experiments therefore suggest that uH is indeed the minimizer, so there may be a chance that the
analysis of [33] can be extended to cover this case as well.

Each experiment took fewer than 5 iterations and less than 35 seconds.

6.3 Case R3

Case R3 is, of course, the interesting one, and for which the theory of Sections 3 and 5 was developed.
We chose c = F (b). In Table 2 (top) we put the parameters common to all experiments: b, c = F (b), p±
(see (3.4)), λ1, λ2 (see Figure 3), R/λ1, R/λ2 (maximum and minimum widths of both uH and uC) and
R/λ1 −R/λ2 (width difference).

We know from the bifurcation analysis mentioned in the introduction that necking can only be observed
for p− < λ < p+; this is corroborated by the equal area rule (Section 5). We mention, however, that proofs
of this fact have been only given in simplified models (typically, rod models) and not in the full 2D case.
In order to confirm numerically the absence of necking for λ /∈ (p−, p+), we did experiments for λ < p−
and λ > p+. We did three tries of each experiment starting with uP : the outcome was very similar to
the experiments in R2, in terms of the energy ratio, the difference between the maximum and minimum
widths, and also visually (indistinguishable from uH). We report in Table 2 (bottom right) the results of
the experiments with the least energy among the three tries; we show the ratio between the energy E of
the minimizer found and the energy E(uH) of the homogeneous deformation. We also show the difference
between the maximum and minimum widths.
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b F (b) p− p+ λ1 λ2 R/λ1 R/λ2 R/λ1 −R/λ2

0.3 −0.460111 1.3519 1.5683 1.27274 1.64748 0.3939 0.3035 0.0894
0.4 −0.531654 1.4052 1.6581 1.31264 1.75067 0.3809 0.2856 0.0953
0.5 −0.594586 1.4525 1.7367 1.34842 1.84075 0.3708 0.2716 0.0992
0.6 −0.651392 1.4955 1.8073 1.38133 1.92145 0.3620 0.2602 0.1018
0.7 −0.703552 1.5353 1.8718 1.41208 1.99503 0.3541 0.2506 0.1035

b λ best E/E(uH) max width min width diff width

0.3 1.4 uN 0.991119 0.3945 0.3043 0.0902
1.5 uC 0.992673 0.3904 0.3015 0.0942

0.4 1.5 uN p 0.990225 0.3834 0.2863 0.0971
1.6 uP 0.993149 0.3823 0.2870 0.0953

0.5 1.6 uC p 0.989801 0.3727 0.2682 0.1045
1.7 uP 0.994733 0.3720 0.2723 0.0997

0.6 1.6 uC 0.990065 0.3618 0.2601 0.1017
1.7 uP 0.991793 0.3619 0.2595 0.1024

0.7 1.6 uP 0.991184 0.3560 0.2506 0.1054
1.7 uN 0.990258 0.3541 0.2506 0.1035
1.8 uN p 0.993711 0.3539 0.2505 0.1034

b λ E/E(uH) diff width

0.3 1.3 1.000169 0.0032
1.6 1.000010 0.0032

0.5 1.4 1.000521 0.0082
1.8 1.000012 0.0019

Table 2: Experiments in R3. Top: common values of the parameters. Bottom left: Experiments for
λ ∈ (p−, p+). Bottom right: Experiments for λ /∈ (p−, p+).

For the case p− < λ < p+ we did experiments with the starting deformations uP (three tries), uN ,
perturbation of uN (three tries), uC and perturbation of uC (three tries). The perturbations of uN and uC
were done in a similar way as uP was obtained from uH . The algorithm found a final deformation (we call
it local minimizer) for each experiment and then we selected the one with the least energy (we call it best
minimizer), the data of which is reported in Table 2 (bottom left). Hence, each line of Table 2 (bottom left)
describes the best minimizer among 11 local minimizers; we write which initial deformation gave rise to the
best minimizer (in column best ; we indicate by a p when it is a perturbation), the ratio between the energy
E of the best minimizer and the energy E(uH), the maximum and minimum widths, and their difference.
Figure 5 show four typical local minimizers found; all local minimizers of this set of experiments look like
one of those four. We point out the following observations:

• The best minimizer was always either a smoothed version of uN (see Figure 5(a)) or an inversion of it
(see Figure 5(c)). This agrees with the analysis of [30, Th. 4.4] based in rod theory. It also answers in
the affirmative the question posed in [34, p. 316]: necking seems to be the global minimizer for some
isotropic homogeneous polyconvex materials out of the class of [33].

• Apart from smoothed versions of uN (as in Figure 5(a)) and their inversions (see Figure 5(c)), we
also found as local minimizers a smoothed version of uC (thin-thick-thin, as in Figure 5(b)) and an
inversion of it (thick-thin-thick, as in Figure 5(d)). The latter two local minimizers seem to contradict
the theory of [30, Th. 4.3], although his model and boundary conditions are different from ours.

• Sometimes the initial deformation uN gave rise to a minimizer that was a smoothed version of uN , but
sometimes it gave rise to a minimizer that was an inversion of a smoothed version of uN . Similarly,
given the five kinds of initial deformations and the four kinds of local minimizers depicted in Figure 5,
almost all of the 20 possibilities (that a particular kind of initial deformation gave rise to a particular
kind of local minimizer) were found. Our explanation for this is that, when the initial deformation
does not satisfy the incompressibility constraint, in the first iteration the algorithm expands its search
to deformations that do satisfy the constraint but are far from the initial one.

• The width difference is considerably bigger than in the previous experiments (Table 1 and Table 2
bottom right). Hence, we can safely say that necking is observed.
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(a) λ = 1.5, b = 0.4. Initial
deformation: perturbation of
uN . E/E(uH) = 0.990225,
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(b) λ = 1.5, b = 0.4.
Initial deformation: uC .
E/E(uH) = 0.992609, diff
width= 0.0929.

0.5

5 

10 

16 

0.5

3 

4 

5 

6 

7 

8 

(c) λ = 1.6, b = 0.7.
Initial deformation: uP .
E/E(uH) = 0.991184, diff
width= 0.1054. Best mini-
mizer.
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(d) λ = 1.6, b = 0.7.
Initial deformation: uH .
E/E(uH) = 0.993071, diff
width= 0.1010.

Figure 5: Experiments in R3. Four different types of local minimizers, together with a zoomed part of them.

• The energy ratio E/E(uH) is definitively smaller than in the experiments of R2 (see Table 1, right)
and those of R3 for λ /∈ (p−, p+) (see Table 2, bottom right), and also smaller than those of R1 (see
Table 1, left).

• Comparing R/λ1 and R/λ2 of Table 2 (top) with the maximum and minimum widths of Table 2
(bottom left), as well as the difference of these quantities, we can see how well the equal area rule
predicts the maximum and minimum widths of the minimizer.

Each experiment in R3 took less than 2 minutes and fewer than 8 iterations.

6.4 Experiments not in the regimes R1–R3.

These experiments correspond to lack of polyconvexity, which happens when b ≤ 0 or when b > 0 and
c < F (b). Without polyconvexity, the existence of minimizers is not guaranteed. Since analyzing lack of
polyconvexity is not the aim of this study, we only did four experiments: uH as a starting point and three
tries with uP . In order to allow for a fair comparison with the experiments already done, we chose λ = 1.4,
b = 0.4 and c = −0.6 (compare with Table 2). We noticed the following:

• With uH as a starting point, the algorithm was not able to find a minimizer within 50 iterations: it
was the first time that this occurred.
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Figure 6: Experiments with λ = 1.4, b = 0.4 and c = −0.6 (regime of lack of polyconvexity), with start-
ing point uP , together with zoomed parts of them. First experiment: three pictures on the left; second
experiment: four pictures on the right.

• In one of the three tries with uP as a starting point, the algorithm did not converge; in the other
two the algorithm converged: one with E/E(uH) = 0.680375 (see Figure 6, three pictures on the
left) and other with E/E(uH) = 0.679656 (see Figure 6, four pictures on the right). As one can see,
there is a drastic reduction in the energy. This seems to suggest that an extra energy coming from
inelastic phenomena must be taken into account; this is corroborated by the fact that, in general, lack
of polyconvexity cannot model elasticity [6]. This phenomenom should be analyzed within the context
of loss of ellipticity (see, e.g., [39]), but this study lies outside the scope of this work.

• Visually, the pictures of Figure 6 remind necking (in fact, half-necking and centred necking, respec-
tively), but the deformations are rougher.

The experiments that converged took less than 2 minutes and fewer than 9 iterations, so in the range of
the experiments in R3.

7 Conclusions

We present a summary of the tasks performed as well as the conclusions we can draw from them.

• We described a systematic procedure to construct 2D polyconvex, incompressible, homogeneous, isotropic
stored-energy functions for hyperleastic materials exhibiting necking.

• The linearly elastic behaviour of those materials is compatible with any linearly elastic behaviour.

• We constructed a quartic polynomial ϕ depending on two parameters such that ϕ′ represents the force
(on the ends of the sample bar) as a function of the extension, and that the stored-energy function
W (F) equals ϕ(ν(F)), where ν(F) is the largest singular value of the deformation gradient F.

• We characterized polyconvexity and other important properties of W in terms of ϕ and its parameters.
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• Within polyconvexity, we distinguished three regimes in the parameters of ϕ: in regime R1, the as-
sumptions of [33] holds; in regime R2, the assumptions of [33] do not hold and ϕ′ is increasing; in
regime R3, ϕ′ is not always increasing.

• We did experiments with five types of initial deformations: a random perturbation of the linear deforma-
tion uH , an idealized half-neck deformation, a perturbation of it, an idealized centred-neck deformation
and a perturbation of it.

• Numerics confirmed that in regime R1 the minimizer is uH , as proved in [33]. Numerics suggested
that in regime R2 the minimizer is uH , although no proof has been given. In regime R3, we calculated
λ1 < λ2 according to the equal area rule; when λ /∈ (λ1, λ2), the numerical minimizer was uH ; when
λ ∈ (λ1, λ2), the global minimizer showed a half-necking, and some local minimizers showed centred-
necking. This fits the theory of necking based on rod models, even though our case is a full 2D model.

• Polyconvexity is essential for the numerical algorithm and the model. In the absence of polyconvexity,
the algorithm either does not converge or shows a minimizer suggesting an inelastic phenomenom.
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